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COOLING TOWER 05
VENTILATOR 03
ROOF DRAIN 04

ROOF DRAIN 04
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VENTILATOR03

ROOF DRAIN04
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VENTILATOR03

MB SYSTEM01
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3
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1
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TYP.
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1
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1
A-3

TYP.

SLOPE 1/4"
PER FT.

VTR02

VENTILATOR03

VENTILATOR03

VENTILATOR03

SLOPE 1/4"
PER FT.

ROOF DRAIN 04 ROOF DRAIN 04
LADDER (ALTERNATE # 1) NEW06

4
A-3

VTR02

EXISTING CURB

1
A-3

N.I.C.

N.I.C.

N.I.C.

N.I.C. A-3
2

6
A-3

UPPER ROOF
ALTERNATE 2

LOWER ROOF
BASE BID

WALK PAD07

TYP.

BELOW

7
A-3

A-3
1

TYP.

1
A-3

TYP.

TYP.

3
A-3

TYP.

LADDER (ALTERNATE # 1) NEW 06

EXISTING
LADDER TO

REMAIN

LADDER (ALTERNATE # 1) REMOVE 06

WALK PAD07

# 1

# 2

# 3
# 4

# 5

# 6

# 7

# 8
# 9
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City of Lowell

Public Schools

ROOF PLAN
SCALE: 1/8"=1'-0"

KEY PLAN
SCALE: NTS

POB

LSP

ROOF PLAN

A-2

KEYNOTES:
01 MB SYSTEM: MODIFIED BITUMINOUS MEMBRANE ROOF

SYSTEM.  REFER TO SPECIFICATION 07 52 00.

02 VTR: EXISTING VENT THRU ROOF TO REMAIN. NEW 
FLASHING AND COUNTER FLASHING TO BE INSTALLED.

03 VENTILATOR: EXISTING TO VENTILATOR REMAIN WITH NEW
FLASHING AND COUNTER FLASHING TO BE INSTALLED.

04 ROOF DRAIN: EXISTING ROOF DRAINS TO BE REPLACED,
LOCATION TO BE VERIFIED. INSULATION TO BE 
TAPERED/SLOPED AS NEEDED TO ACCOMMODATE PROPER
DRAINAGE.

05 COOLING TOWER: EXISTING COOLING TOWER TO BE 
REMOVED AND RE-INSTALLED IN EXISTING LOCATION. 
DISCONNECT AND RECONNECT ALL MECHANICAL, PLUMBING
AND ELECTRICAL CONNECTIONS AS REQUIRED. PROVIDE
WATER-TIGHT FLASHING AND SEALANT FOR ALL 
MECHANICAL, PLUMBING AND ELECTRICAL CONNECTIONS.
PROVED TWO NEW CURBS TO BE INSTALLED IN EXISTING
SLEEPER LOCATIONS TO SUPPORT THE COOLING TOWER.

06 LADDER: ALTERNATE # 1 REMOVE LADDER AND PATCH WALL
AT EXISTING LOCATION. INSTALL TWO (2) NEW OSHA 
APPROVED LADDERS.

07 WALK PAD: NEW WALK PADS TO PROVIDE SERVICE 
PATH AND ALLOW PROPER WATER FLOW.

XX

GENERAL NOTES:
1. ALL DIMENSIONS AND ROOF PENETRATIONS TO BE VERIFIED

IN FIELD .

2. PROVIDE TAPERED INSULATION TO ACHIEVE 1/4" PER FOOT
MINIMUM SLOPE.

3. TAPERED INSULATION SHALL ACHIEVE AN AVERAGE R-VALUE
OF 25 MIN.

2

LEGEND:
SAMPLE LOCATIONS

 SAMPLE CHART:
SAMPLE NUMBER AXIOM SAMPLE NUMBERSAMPLE TYPE

1

 082814-09-01B & 082814-09-02B

CORE SAMPLE

2

 082814-09-01A & 082814-09-02A

CORE SAMPLE

3 CORE SAMPLE

4 CURB SAMPLE

5 EDGE SAMPLE

6  082814-09-04ACORE SAMPLE

7  082814-09-04BCORE SAMPLE

8  082814-09-05AWALL EDGE SAMPLE

9  082814-09-05BWALL EDGE SAMPLE

 N/A

 N/A

 N/A
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