Features:
1. Mix/Match Options - System 3500/3000 allows unlimited number of options. Customized interfaces available.
1. "Plain English" - Fully field-programmable messages provide an alphanumeric display and hardcopy printout of all incidents.
1. Priority Levels - Eight levels of user-programmable input alarm priority, last four field-changeable.
1. E2 Memory - All system settings and user text messages are retained without battery backup.
1. Serial Ports - System 3500/3000 is shipped with five serial ports standard (expandable to 33). Serial ports are configured based on options installed.
1. Programmable Sound - A built-in sound generator provides over a billion combinations of sounds and volumes. User can program a unique sound for each of eight levels of priority, trouble, restore and system errors.
1. Computer Interface - Operate the System 3500/3000 as a stand-alone unit, in a Network, or connected to the Phoenix 3500/3000 or CGRMS PC Software packages. Other formats available.
1. Time Log - All changes logged with date and time on a 20 column thermal printer with auto rewind.
1. Programs - A variety of programs permit easy customization. Among them:
1. Day/Night Mode - Assigns zone, dialer or box to one or more Day/Night groups. Up to 512 items can be placed in access mode by selection of any one of eight groups.
1. Guard Tour - Reports an alarm if a guard fails to check in at any location.
1. Negative Radio/Dialer Report - Separate programs used with radio or digital dialer provide daily indications of ailures to report.
1. Easily Networked - Up to 99 System 3500/3000 units can be interconnected.
1. External Acknowledge - Allows system to be acknowledged via a push button located up to 30 feet away.
1. Relay Control - Allows activation of relays to control fans, doors, FACP and other devices.
1. Customized - Digitize can add options tailored to your requirements.
The bottom unit is a digitize form four control center. It is all mounted together as 1 piece
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