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WI 30.0 ELECTRICAL – LIGHTING 

WI 30.1 ELECTRICAL – CONDUIT RELOCATION OR REPLACEMENT 

A. Scope of Work 

1. Work consists of furnishing all labor, materials, equipment, supervision and incidentals 
necessary to temporarily remove and replace conduit interfering with construction; or 
repair/replace broken or corroded electrical utility components (electrical conduit, junction 
boxes, wiring, etc.) that may be encountered during the work process and requires 
restoration.   

2. All utilities removed during Work shall be reinstalled in accordance with latest edition of 
electrical codes in effect.  

3. Work ineligible includes Work covered by or incidental to Work Items within this 
Specification or for Work required through Contractor's negligence. 

B. Materials 

1. Approved materials for this Work are in Section "Common Work Results for Electrical." 

WI 30.2 ELECTRICAL – LIGHT FIXTURE REMOVAL/REATTACHMENT 

A. Scope of Work 

1. Work consists of furnishing all labor, materials, equipment, supervision and incidentals 
necessary to locate and remove the existing light fixtures that will be impacted by concrete 
repair work, store the fixtures, and reattach fixture after concrete repair work is complete. 

2. All utilities removed during Work shall be reinstalled in accordance with latest edition of 
electrical codes in effect.   

B. Materials 

1. Approved materials for this Work are in Section "Common Work Results for Electrical." 

C. Execution 

1. General Contractor shall locate and mark all light fixtures that will be impacted by concrete 
work.  Engineer/Architect shall verify replacement locations prior to start of Work. 

2. Electrical Sub-contractor shall ensure the power has been disconnected prior to removing 
light fixtures. 

3. Electrical Sub-contractor shall remove and store the existing light fixture. 
4. Electrical Sub-contractor shall reinstall light fixture after completion of all concrete work in 

the phase.  Replace any damaged conduit, wiring, hangers, etc under Work Item 30.1. 
 


